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NLET [ ] [ ~—DISCHARGE
— = TUNNEL
| GUARD
MAIN OPERATOR'S STATION WITH PV TAPE IS
+7 10 INCH COLOR TOUCHSCREEN HMI APPLIED
AND EMERGENCY STOP (RIGHT SIDE
LOCATION SHOWN, LEFT SIDE AVAILABLE -
MUST BE MOUNTED OPPOSITE SIDE PLAN VIEW
OF MAIN ELECTRICAL ENCLOSURE) _—
ELECTRICAL ENCLOSURE
(RIGHT SIDE LOCATION)
STANDARD ERECTED CASE SIZE
67 776" CASE LENGTH WIDTH DEPTH OPEN DEPTH
[2028mm] MINIMUM | 8.0"(204mm) | 5.0"(127mm | 4.75" (121mm) N/A
MAXIMUM | 24.0" (610mm) | 16.0" (407mm) | 18.5" (470mm) N/A
+7M$TN%ZE§éEg§?oSJé;!sOcNR\llzvnlzTr\lHHPnXl SEE ORDER SPECIFICATION DOCUMENT FOR SPECIFIC CUSTOMER CASE SIZES
AND EMERGENCY STOP (RIGHT SIDE
LOCATION SHOWN, LEFT SIDE AVAILABLE - ,
MUST BE MOUNTED OPPOSITE SIDE
OF MAIN ELECTRICAL ENCLOSURE) I DISCHARGE UTILITY REQUIREMENTS
é‘d’i’;ﬁL AIR REQUIREMENTS: 0.046 SCF/CYCLE @ 80PSI (0.0013 mCYCLE @ 551.2 KPa)
BOTTOM =———. i ELECTRICAL REQUIREMENTS: 460 V/3 PHASE/60 Hz STANDARD
FEED METERING FULL LOAD AMPS - 15.1 AMPS
sTOP DISCONNECT SIZE - 30 AMP
i oo
38" NPT AIR INLET gee88B8B, I [1472mm] NOTE: UTILITIES INFO LISTED IS PRELIMINARY AND IS SUBJECT TO CHANGE WITH FINAL DESIGN
LOCATION ) .
CUSTOMER MACHINE WEIGHT (APPROXIMATE): 650 Kg (1434 LBS.)
SUPPLIED
SUPPL%JSLOF'EES — DISCHARGE MACHINE SPEED SEE ORDER SPECIFICATION
CONVEYOR / CONVEYOR RECOMMENDED INFEED CONVEYOR SPEED IS 80 FPM
- 5
1-3'  MINIMUM 1-3"  MINIMUM CASE
[381mm] CASE INFEED = [381mm] DISCHARGE
ELEVATION : ELEVATION
\—FLOOR FLOOR—Z 5/8" J 658"  STANDARD CONVEYOR
@imm~ TO [t68mm] ELEVATIONS ARE 15" TO 30"
ACHIEVABLE (AT 5"
LEG ADJUSTMENT

INCREMENTS) WITH ADDITION
OF LEG EXTENSION KITS AT
NO ADDITIONAL CHARGE

PROPRIETARY
NEITHER THIS DOCUMENT NOR THE
INFORMATION CONTAINED THERIN
MAY BE REPRODUCED OR DISCLOSED
TO ANYONE WITHOUT THE WRITTEN
PERMISSION OF R.A. PEARSON CO.

AND MAY VARY WITH FINAL DESIGN)

8120 WEST SUNSET HIBHNAY
m SPOKANE, WASHINGTON 99224
PasEARING STSTERS WA PEARSONPKO. DOM

12/21/20 UPDATED MACHINE FLA ADT 2-27M6 TITLE
3/30/20 | UP-DATE CONFIGURATION PER 30 DAY LEAD TIME. KA. 672 CS40-67T CASE SEALER
1/29119 |  ADD DISCHARGE TUNNEL GUARD AS STD. KA. DIMENSIONS ARE IN
3/25/18 UP-DATE ELECTRICAL UTILITY INFO KA. FOOT FRACTION INCH  [pR Dwe No.
32218 | PV PLUS 10 WAS PV PLUS 7, UP-DATE FLA 5 | KA OVER MILLIMETERS.  [ork D583723-6
DATE REVISION e | R APP. SCALE E=S




