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UTILITY REQUIREMENTS

AIR REQUIREMENTS : 80 PSI CLEAN DRY AIR

ELECTRICAL REQUIREMENTS : 460 VOLTS, 3 PHASE, 60 Hz STANDARD
UTILITY CONSUMPTION VARIES BASED ON PRODUCT AND RATES
PEARSON
e | D
P RE LI M I NARY NEITHER Th e NOR THE 672 STANDARD RTL FOR BAGS
(ALL DIMENSIONS ARE APPROXIMATE MAY BE REPRODUCED O DISGLOSED DIMENSIONS ARE IN SINGLE DELTA
TO ANYONE WITHOUT THE WRITTEN FOOT FRACTION INCH  [DR. DWG NO. REV.
AND MAY VARY WITH FINAL DESIGN) PERMISSION OF RA. PEARSON CO OVER MILLIMETERS.  [cik] 0
APP. SCALE N.T.S. SHEET 1



AutoCAD SHX Text
HMI

AutoCAD SHX Text
EL. 

AutoCAD SHX Text
"

AutoCAD SHX Text
18

AutoCAD SHX Text
EL. 

AutoCAD SHX Text
"

AutoCAD SHX Text
36

AutoCAD SHX Text
10'-4"

AutoCAD SHX Text
10'-4"

AutoCAD SHX Text
7'-6"

AutoCAD SHX Text
7'-6"


	Sheets and Views
	Standard RTL for Bags Single Delta-PPS


